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Annexe graphique corrigeant la carte 7076
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Mer territoriale francaise

Les navires de jauge brute excédant 1600 GRT et transportant des
hydrocarbures ou d'autres substances dangereuses ne doivent pas
s'approcher a moins de 7 milles des cotes frangaises (voir Instructions
Nautiques).

Dispositif de Séparation du trafic (DST) au large de Ille d’Ouessant
(voir Instructions Nautiques)

1 - Les navires transportant des hydrocarbures ou des matiéres
dangereuses en vrac doivent, dans la mesure du possible, naviguer dans la
partie extérieure de la voie en direction du Nord-Est.

2 - La voie a double sens est autorisée aux navires d’Etat francais, et/ou
navires affrétés par I'Etat, et aux navires a passagers. Elle est également
autorisée aux navires d'une jauge brute inférieure a 6000, en provenance
ou a destination d'un port francais situé le long de la cote Atlantique, de la
Manche ou de la mer du Nord, a I'exception des navires transportant des
hydrocarbures, des substances liquides en vrac, du gaz ou des
marchandises dangereuses, tels que définis dans les regles de la
Convention SOLAS.

Service du Trafic Maritime (VTS) de Corsen-Ouessant
Un systéme obligatoire de comptes rendus existe dan§ la zone circulaire
de 40 M de rayon centrée sur la tour radar du Stiff, sur I'lle d'Ouessant.

Voir |'ouvrage Radiocommunications pour la surveillance du trafic et le
pilotage, volume 2.

Chenaux d’approche - Chenaux d’accés — Zones d’attente

Chenaux d'approche, d'accés et zones d'attente obligatoires pour les
navires transportant des hydrocarbures ou d'autres substances
dangereuses (voir Instructions Nautiques).

Mouillage et péche

En raison de I'existence de zones de dépdéts d'explosifs, de zones
malsaines, d'épaves et de cables cotiers non représentées, les
navigateurs ne doivent pas utiliser cette carte pour mouiller ou pécher
dans les zones couvertes par des cartes a plus grande échelle.

Zone de péche (Baie de Granville 49°N - 2°W)
Les droits de péche sont réglementés en Baie de Granville (voir
Instructions Nautiques).

Zone maritime particulierement vulnérable (PSSA)

Une PSSA adoptée par I'OMI est établie dans les eaux d'Europe
occidentale. Un systeme obligatoire de comptes rendus de navires-
citernes (WETREP) est associé a la PSSA. Consulter les Instructions
Nautiques et |'ouvrage Radiocommunications pour la surveillance du trafic
et le pilotage, volume 2.

French territorial sea

Vessels over 1600 GRT, laden with hydrocarbons or other dangerous
substances, must keep at least 7 miles off the French coast (see French
sailing directions).

Traffic Separation Scheme (TSS) off Ouessant

(see French sailing directions)

1 - Ships carrying oils or dangerous substances in bulk must, as far as
possible, sail in the outer part of the northeast bound lane.

2 - The two-way traffic lane may be used by French State ships, and/or
ships chartered by the State and passenger ships. She also may be used
by cargo ships of less than 6000 transiting from or to a port located along
the north and west coasts of France, with the exception of ships carrying
oil or liquid bulk substances or gas and those carrying dangerous
substances as defined by SOLAS Convention.

Corsen-Ouessant Vessel Traffic Service (VTS)
A mandatory reporting system exists in the 40 nautical mile radius circular
area centered on Le Stiff radar tower, lle d'Ouessant.

See Radiocommunications pour la surveillance du trafic et le pilotage,
volume 2.

Approach channel - Access channel — Waiting area

Compulsory port approach and access channels and waiting area for
vessels laden with hydrocarbons or other dangerous substances (see
French sailing directions).

Anchoring and fishing

Mariners should not use this chart for anchoring and fishing in areas
covered by larger scale charts, as certain explosive dumping grounds, foul
areas, wrecks and inshore cables have been omitted from these areas.

Fishing area (Bay of Granville 49°N - 2°W)
Fishing rights are regulated in Bay of Granville (see French sailing
directions).

Particularly Sensitive Sea Area (PSSA)

An IMO-approved PSSA is established in the Western European waters. A
mandatory tanker reporting system (WETREP) is associated to the PSSA.
See French sailing directions and Radiocommunications pour la
surveillance du trafic et le pilotage, volume 2.
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