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Annexe graphique corrigeant la carte 6610
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COTE SUD DE FRANCE

DE BANDOL AU CAP SICIE
RADE DU BRUSC

Echelle (Scale) 1: 20 000

Projection: Mercator

Sondes en métres rapportées au zéro hydrographique, situé
approximativement au niveau de la plus basse mer
astronomique

Altitudes en meétres rapportées au niveau moyen

Positions géographiques rapportées au systéme géodésique
WGS 84

Systéme de balisage de I'ASM, région A (rouge a babord)

Carroyage UTM : Les amorces du carroyage UTM (fuseau 31)
sont représentées sur le cadre extérieur.

Origine des renseignements hydrographiques : Voir le

diagramme Sources.

Les sondes en caractéres droits (ex:16) proviennent de levés
plus anciens.

Topographie : La topographie intérieure est empruntée aux
cartes de l'institut national de I'information géographique et
forestiere (IGN).

Marée : semi diurne a inégalité diurne, marnage inférieur a 0,5 m

Mouillage - biocénose

Les fonds sont en partie occupés par des biocénoses
protégées. Les navigateurs doivent mouiller sur fond de sable
apres reconnaissance afin de ne pas endommager ces zones
(voir Instructions Nautiques).

Ancienne zone minée
Il est dangereux de mouiller, chaluter ou plonger dans cette
Zone.

Zone réglementée du polygone d’entrainement de la baie
de Sanary
Pendant les périodes d'utilisation, le mouillage, le dragage et la
péche sont interdits dans cette zone (voir Instructions
Nautiques).

Zone d’amerrissage d’hydravions
Cette zone sert de plan d'eau aux hydravions de lutte contre les
feux de foréts (voir Instructions Nautiques).

Mouillage réglementé

Voir Instructions Nautiques.

Mouillage restreint

Dans cette zone, des restrictions de mouillage existent en
fonction de la longueur des navires (voir [nstructions

Nautiques).
N

Depths are in metres and are reduced to Chart Datum, which is
approximately the level of Lowest Astronomical Tide.

Heights are in metres above Mean Sea Level.

Positions ares referred to WGS84 Datum.

Navigational marks: IALA Maritime Buoyage System — Region
A (Red to port)

UTM: Magenta numbered grid ticks in the margin represent the
2 000 metres UTM 31.

Sources: Details of the hydrographic information are shown in
the diagram Sources.

Depths in upright figures (e.g.:16) are from older surveys.

Topography: Inland topography is derived from maps of IGN.

Tide: Mixed semi-diurnal tides, range of tide less than 0,5m

Anchorage - biocenosis

The seabed is partially covered with protected biocenosis. In
order to preserve these areas, mariners must anchor on sand
after visual examination of the seabed (see French sailing
directions).

Former mined area
Anchoring, trawling and diving activity could still be hazardous
in this area.

Restricted area : Practice area of the bay of Sanary
When being used, anchoring, dredging and fishing are
prohibited in this area (see French sailing directions).

Seaplane landing area

This area is used by seaplanes to draw water for fighting forest
fires (see French sailing directions).

Regulated anchoring

See French sailing directions.

Restricted anchoring

In this area, anchoring is restricted depending on the length of
the vessels (see French sailing directions).
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